204 SERIES

. CARBDN STEEL-;/ AIS! 316

. Hagh pressure peak resistance.
Standard openmg pressure 5psi. Special opening pressures avaible upon request.

* Materials * Working temperature [Seals)
CARBONSTEEL  STAINLESS STEEL
Carton Steel
Body EN-10277-3 adae |
Seals NBR, Viton or EPDM | NBR, Viton or EPDM. |
Springs Carbon Steel . AISI302 DIN 17223

| DIN 17233/84(B)

* Sectors

Carbon Steel - Agricultural, Industrial.

. Applicat:ions: Designed for Oil hydraulic Applications
according to European Directive 97.23.EC
Special for American market

* Equivalence:

GROMELLE 4000 DMIC CVH
PARKER DC SNAP TITE CPIFF
T O D e 5 R
MODEL STRUCTURE Example;
Opening
pressure
504, 1 :)) Clasnlag?sSt 1 - Poppet V. 11) :)) \IQVSEOELJJ(;Sh 00 - 0,34Bar/5psi £0,3 DN 2 letter as
22 A 0->%" |04
2 3 Viton 10> 1Bar/ 14psi 19.3 t per Table of
35 EPDM 25 - 2,5Bar/ 36psi £0,3 1>v | o6 - threads

45 > 4,5Bar/ 65psi 0,3
60 > 6Bar/ 87psi 0,3

80 > 8Bar/ 115psi 0,3 3 > %" | 13
99 > 10Bar/ 145psi 0,3

25>%" |10

4->% |20
5§2>1" |25
6>1%"| 32
7>1%"|40
8~>2" |50
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504 SERIES

~ CARBON STEE

STANDARD CARBON STEEL MODELS
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*SPECIAL OPTIONS:

ATR Check Valves that require special opening pressures can be delivered upon request by minimum quantities.
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504 SERIES

Max. Rated Flow

Woaorking Pressure Max. Working Pressure

I/m/ GPM bar / psi bar / psi

04 8/211 300/ 4350 1200 / 17400
06 26 /6,87 300/ 4350 1200 / 17400
10 4471186 300 / 4350 1200 / 17400
13 90 / 23,85 300 / 4350 1200 / 17400
20 152 / 40,2 300 / 4350 1200 / 17400
25 200/ 52,8 300 / 4350 1200 / 17400
32 370/ 97,8 300 / 4350 1200 / 17400
40 598 / 158 300 / 4350 1200/ 17400
50 875 /231 200 / 2900 800 / 11600

* Safety factor 1:4

Ap (bar) 6
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