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‘Stromventile der Baureihe DVG
D|e Stromventile werden in Rohrleitungen eir)gebaut und

Hate 2 Standard, Rate 1 auf Anfrage
‘Needle valves type DVG

control the flow of Ilquld media {mi_neral 0|I use of othelf ;
media on request). Suitable for panel mounting. Leakage
rate acc. DIN 3230 part 3 - rate 2 standard, rate 1 0n

request.
Abmessungen / Dimensions
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Rohrinnengewinde DIN/ISO228 / Female Thread DIN/ISO 228
Typ DN® | PN®@ g H, H, m n B | I L D|d G tmax |Gew.Jweight kg
DVG B 350 G1/8 56 | 51 8 10 [16[19] 38 [24]|13| Pg7 4 0,12
DVG 8 350 G1/4 71 | 65 | 125 | 145 |25 |24 48 |29 [19 | Pgli 7 0,25
DVG 10 350 G3/8 75 | 68 15 17 |30[29] 58 [29]|19 | Pgii 7 0.4
DVG 12 350 Gi/2 9z | 82 | 175 21 [35[34] 68 [38[23| Pgl6 7 06
DVG 16 350 G3/4 106 | 96 | 225 26 |45[39]| 78 [38[23| Pgl6 7 1,1
DVG 20 350 G1 13421 25 30 |s50[54] 108 |49 |38 | Pg29 10 24
DVG 25 350 G11/4 139 | 126 [ 30 35 [60[54] 108 |49 |38 | Pg29 10 3.1
DVG 30 350 Giifz | 144 | 131 | 35 40 [70[54| 108 [49 [38 ] Pg29 10 3.9
DVG 40 350 G2 154 | 141 [ 45 50 |90 [e0| 120 |49 |38 | Pg29 10 6.24

(1) DN in mm
{2) PN in bar (1 bar=14,503 psi)
Andere Ausfihrungen und Werkstoffe auf Anfrage. / Other designs and materials on request.
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